Typical NBS Style specification for:    DIAMOND MIRROR
TYPE(S) OF LINING/PANELLING

Diamond Mirror (Impact Resistant) to (insert as required):
Manufacturer:


CHELSEA ARTISANS LTD

Unit C2, Sandown Industrial Park, Mill Road, Esher, Surrey, KT10 8BL

Tel: 01372 469301       

Fax: 01372 470590

Email: info@chelsea-artisans.co.uk

www.chelsea-artisans.co.uk 

Drawing reference(s) (insert as required): 

Background: 

- Smooth continuous substrate - (Diamond 8)            

- Block and brickwork, timber/metal studs - (Diamond 18/28)

Panels:

- Reference: Diamond Mirror – clear silver/tinted (insert tint colour) D8*, D18* and D28*.
- Nominal thickness: 8 mm*, 18 mm*, 28 mm*.
- Facing: 4 mm clear silvered float glass (coloured tints available).
- Core Material: Impact resistant layer. 4mm expanded polyurethane polymer.  

- Back material: Diamond 18 and 28.  4mm glass and 2mm expanded polyurethane polymer inter layer bonded to 12 or 22mm (nominal) thick lightweight composite board obviating the need for smooth continuous grounds.

- Edge treatment: P.A.R. 

- Joint treatment: Arrised butt vertical joint (nominal 0.5 – 1.0mm).

Method of fixing: 

- Adhesive and/or polished metal ‘J’ or ‘H’ section trims.  Refer to manufacturer for recommendations.

Components/Accessories: 

- Purpose made aluminium ‘J’ section trims to perimeter and ‘H’ section trim to intermediate joints (insert desired finish to aluminium).
Features: 

- Cut outs to accommodate control panels, ironmongery and suchlike. Site cutting possible.

- Weight: 11 kg per m²

- Maximum sheet size: DD8 3000 x 1200mm, DD18/28 3000 x 1150mm.

- Independently Tested Performance Requirements:

Impact Resistance:
BS6206 Class A (BSEN12600)






ANSI Z97

Fire Performance:
BS476 Part 7 surface spread of flame: Class 1






BS476 Part 6 fire propogation: Class A

Explosion Testing:
Metropolitan Safety & Protection Ltd explosion resistance 09/1985

Nov 2006

* Delete as applicable

